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Lesson 4 – BAND EMBELLISHMENT

Welcome to Week 4 of our Sew-Along! This week, we will create and attach the bands that embellish 
the lower edges of each garment. The bands for the Sleeveless Top and the A-Line Skirt are both 
attached in the same manner. The Capri Pants have a folded band the creates the hem.

All seam allowances = 1/4" unless other-
wise noted.
IDF = Integrated Dual Feed system

SLEEVELESS TOP AND 
A-LINE SKIRT
1. Locate the front and back bands. 
Place them right sides together and 
stitch one side seam. Finish the seam 
by serger or zigzag and press toward 
the front.
2. Stitch both side seams of the top/
skirt. Finish the seams by serger or 
zigzag and press toward the back.
3. Locate piping and check that seam 
allowance has been trimmed to 1/4".
4. Place the piping to the upper raw 
edge of the band, aligning the raw 
edges of the piping with the raw edge 
of the band.
5. Attach a mini piping foot, disengage 
the IDF, and stitch the piping to the 
band (Photo 1). Remove 3⁄8" of piping 
cord from each end of piping. Stitch the 
second side seam of the band as before.
6. Fold the piping to the wrong side of 
the band so that the piping is at the 
uppermost edge of the band (Photo 2).
7. Glue the rickrack to the back of the 
piping with the valleys of the rickrack 
aligned with the top edge of the piping 
(Photo 3). At the beginning of the rick-
rack, fold the raw edge to the wrong 
side 1/4". At the end of the rickrack, 
overlap about 1/4". Let dry.
8. Place the band to the lower edge 
of the top/skirt, right side of band to 
wrong side of top/skirt and aligning the 
lower raw edges and the side seams.
9. Stitch the band to the top/skirt 
along the lower edge only.
10. Press the band away from the top/
skirt and the seam allowance toward 
the top/skirt. Understitch the seam 
allowance to the top/skirt.
11. On the skirt only, clean finish the 
top raw edge by serger or zigzag.
12. Fold band toward the top/skirt with 
seam allowance sandwiched between 
the band and the top/skirt. Allow the 
band to extend slightly below the top/
skirt. Press well and pin in place.

13. Attach the Edge-Joining foot for 
IDF and engage the IDF. Select a cen-
ter straight stitch (SL=2.5).
14. Stitch in the ditch of the piping 
where it meets the band by keeping the 
flange in the center of the foot aligned 
in the ditch (Photo 4). The IDF system 
will help all of the various layers feed 
evenly so that you will not wind up 
with a pucker at the end.
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CAPRI PANTS
1. Place a Pant Front to a Pant Back, 
right sides together, and stitch the side 
seam. Repeat for the other leg.
2. Locate piping and check that seam 
allowance has been trimmed to 1/4".
3. Glue the rickrack to the back of the 
piping with the valleys of the rickrack 
aligned with the top edge of the piping 
(Photo 5). Let dry.
4. Place the piping to the lower edge 
of each leg, wrong side of piping to 
right side of leg and aligning the raw 
edges. The rickrack will be sandwiched 
between the piping and the leg.
5. Attach a mini piping foot, disengage 
the IDF, and stitch the piping/rickrack 
to each leg (Photo 6). Remove 3⁄8" 
of piping cord from each end of the 
piping. 
6. Fold the pants band in half, wrong 
sides together, and press well (fig. 1).
7. Center the band to the right side 
of the leg, aligning all raw edges. The 
piping/rickrack will be sandwiched 
between the band and the leg.
8. With the band on the bottom, stitch 
the band to the leg following the exist-
ing line of stitching (fig. 2).
9. Trim the extensions of the band 
even with the sides of the legs (fig. 3).
10. Repeat steps 6 through 9 to attach 
a band to the lower edge of the other 
leg.
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